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documentation such as a log or other 
designation. 

(2) The owner or operator shall keep 
a written plan as specified in 
§ 63.1003(c)(5) for any equipment that is 
designated as unsafe or difficult-to- 
monitor. 

(3) The owner or operator shall main-
tain the identity and an explanation as 
specified in § 63.1003(d)(1) for any equip-
ment that is designated as unsafe-to- 
repair. 

(4) As specified in § 63.1003(e), the 
owner or operator shall maintain the 
identity of compressors operating with 
an instrument reading of less than 500 
parts per million. 

(5) The owner or operator shall keep 
records for leaking equipment as speci-
fied in § 63.1004(e). 

(6) The owner or operator shall keep 
records for delay of repair as specified 
in § 63.1005(c) and records for leak re-
pair as specified in § 63.1005(e). 

(c) Specific equipment leak records. (1) 
For valves, the owner or operator shall 
maintain the monitoring schedule for 
each process unit as specified in 
§ 63.1006(b), and the records specified in 
§ 63.1006(e)(4)(i)(B). 

(2) For pumps, the owner or operator 
shall maintain the records specified in 
paragraphs (c)(2)(i) through (c)(2)(iii) of 
this section. 

(i) Documentation of pump visual in-
spections as specified in § 63.1007(b)(4). 

(ii) Documentation of dual mechan-
ical seal pump visual inspections as 
specified in § 63.1007(e)(1)(v). 

(iii) For the criteria as to the pres-
ence and frequency of drips for dual 
mechanical seal pumps, records of the 
design criteria and explanations and 
any changes and the reason for the 
changes, as specified in § 63.1007(e)(1)(i). 

(3) [Reserved] 
(4) For agitators, the owner or oper-

ator shall maintain records specified in 
paragraphs (c)(4)(i) and (c)(4)(ii) of this 
section. 

(i) Documentation of the agitator 
seal visual inspections as specified in 
§ 63.1009(b)(3). 

(ii) Documentation of the design cri-
teria and explanations and any changes 
and the reason for the changes, as spec-
ified in § 63.1009(e)(1)(vi)(A). 

(5) For pressure relief devices in gas 
and vapor or light liquid service, the 

owner or operator shall keep records of 
the dates and results of monitoring fol-
lowing a pressure release, as specified 
in § 63.1011(c)(3). 

(6) For compressors, the owner or op-
erator shall maintain the records speci-
fied in paragraphs (c)(6)(i) and (c)(6)(ii) 
of this section. 

(i) For criteria as to failure of the 
seal system and/or the barrier fluid 
system, record the design criteria and 
explanations and any changes and the 
reason for the changes, as specified in 
§ 63.1012(d)(2). 

(ii) For compressors operating under 
the alternative compressor standard, 
record the dates and results of each 
compliance test as specified in 
§ 63.1012(f)(2). 

(7) For process units complying with 
the enclosed-vented process unit alter-
native, the owner or operator shall 
maintain the records for enclosed-vent-
ed process units as specified in 
§ 63.1016(b). 

§ 63.1018 Reporting requirements. 

(a) Periodic Reports. The owner or op-
erator shall report the information 
specified in paragraphs (a)(1) through 
(a)(2) of this section, as applicable, in 
the periodic report specified in the ref-
erencing subpart. 

(1) The initial Periodic Report shall 
include the information specified in 
paragraphs (a)(1)(i) through (a)(1)(iv) 
and (a)(2) of this section. 

(i) Process unit or affected facility 
identification. 

(ii) Number of valves subject to the 
requirements of § 63.1006, excluding 
those valves designated for no detect-
able emissions under the provisions of 
§ 63.1006(e)(4). 

(iii) Number of pumps subject to the 
requirements of § 63.1007, excluding 
those pumps designated for no detect-
able emissions under the provisions of 
§ 63.1007(e)(2) and those pumps com-
plying with the closed vent system pro-
visions of § 63.1007(e)(3). 

(iv) Number of compressors subject 
to the requirements of § 63.1012, exclud-
ing those compressors designated for 
no detectable emissions under the pro-
visions of § 63.1012(f) and those compres-
sors complying with the closed vent 
system provisions of § 63.1012(e). 
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(2) Each periodic report shall contain 
the information listed in paragraphs 
(a)(2)(i) through (a)(2)(iv) of this sec-
tion, as applicable. 

(i) Process unit identification. 
(ii) For each month during the semi-

annual reporting period, 
(A) Number of valves for which leaks 

were detected as described in 
§ 63.1006(b), 

(B) Number of valves for which leaks 
were not repaired as required in 
§ 63.1006(d), 

(C) Number of pumps for which leaks 
were detected as described in 
§ 63.1007(b) and § 63.1007(e)(1)(vi), 

(D) Number of pumps for which leaks 
were not repaired as required in 
§§ 63.1007(d) and (e)(5), 

(E) Number of compressors for which 
leaks were detected as described in 
§ 63.1012(d)(1), 

(F) Number of compressors for which 
leaks were not repaired as required in 
§ 63.1012(d)(1), and 

(G) The facts that explain each delay 
of repair and, where appropriate, why 
the repair was technically infeasible 
without a process unit or affected facil-
ity shutdown. 

(iii) Dates of process unit or affected 
facility shutdowns which occurred 
within the periodic report reporting pe-
riod. 

(iv) Revisions to items reported ac-
cording to paragraph (a)(1) of this sec-
tion if changes have occurred since the 
initial report or subsequent revisions 
to the initial report. 

(b) Special notifications. An owner or 
operator electing to comply with either 
of the alternatives in § 63.1006(b)(5) or 
(6) shall notify the Administrator of 
the alternative standard selected be-
fore implementing either of the provi-
sions. 

Subpart UU—National Emission 
Standards for Equipment 
Leaks—Control Level 2 Stand-
ards 

SOURCE: 64 FR 34899, June 29, 1999, unless 
otherwise noted. 

§ 63.1019 Applicability. 
(a) The provisions of this subpart 

apply to the control of air emissions 
from equipment leaks for which an-

other subpart references the use of this 
subpart for such air emission control. 
These air emission standards for equip-
ment leaks are placed here for adminis-
trative convenience and only apply to 
those owners and operators of facilities 
subject to a referencing subpart. The 
provisions of 40 CFR part 63, subpart A 
(General Provisions) do not apply to 
this subpart except as noted in the ref-
erencing subpart. 

(b) Equipment subject to this subpart. 
The provisions of this subpart and the 
referencing subpart apply to equipment 
that contains or contacts regulated 
material. This subpart applies to 
pumps, compressors, agitators, pres-
sure relief devices, sampling connec-
tion systems, open-ended valves or 
lines, valves, connectors, instrumenta-
tion systems, and closed vent systems 
and control devices used to meet the 
requirements of this subpart. 

(c) Equipment in vacuum service. 
Equipment in vacuum service is ex-
cluded from the requirements of this 
subpart. 

(d) Equipment in service less than 300 
hours per calendar year. Equipment in-
tended to be in regulated material 
service less than 300 hours per calendar 
year is excluded from the requirements 
of §§ 63.1025 through 63.1034 and § 63.1036 
if it is identified as required in 
§ 63.1022(b)(5). 

(e) Lines and equipment not containing 
process fluids. Lines and equipment not 
containing process fluids are not sub-
ject to the provisions of this subpart. 
Utilities, and other non-process lines, 
such as heating and cooling systems 
that do not combine their materials 
with those in the processes they serve, 
are not considered to be part of a proc-
ess unit or affected facility. 

(f) Implementation and enforcement. 
This subpart can be implemented and 
enforced by the U.S. Environmental 
Protection Agency (EPA), or a dele-
gated authority such as the applicable 
State, local, or tribal agency. If the 
EPA Administrator has delegated au-
thority to a State, local, or tribal 
agency, then that agency has the au-
thority to implement and enforce this 
subpart. Contact the applicable EPA 
Regional Office to find out if this sub-
part is delegated to a State, local, or 
tribal agency. 
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